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Applications

AGSF Signs are designed for use on 
airport runways to mark taxi routes 
and taxiways/runways intersections. 
Colors may be black on yellow, yellow 
on black, or white on red depending 
on the application as defined by the 
governing standards such as FAA AC 
150/5340-18. 

Features

 

all brightness steps

easy maintenance

safe maintenance by isolating sign from 

series circuit

 

with 2” hub

Ordering Information

How to Order:
number for single or double faced sign 
and add suffixes for sign length. Order 
isolation transformer, transformer 
housing, coverplate and gasket or 
baseplate separately.

legends must be specified for each 
sign. Multiple messages and colors 
may appear on a single seamless  
sign face.

Basic Catalog Number:
60915 (Single Face)
62055 (Double Face) 

Sign Length:

 

AGSF
Airside™ Guidance Sign 
Fiberglass
Compliances: FAA AC 150/5345-44: L-858
 Unified Facilities Criteria  UFC  3-535-01 AGSF
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Technical Data

Airside™ Guidance Signs - Fiberglass (AGSF)

Measured Load (VA) & Power Factor (PF)

Sign Catalog Number Isolation Transformer VA PF

60915-4 100 Watts 54 .85

60915-6 100 Watts 66 .87

60915-8 200 Watts 130 .85

60915-10 200 Watts 130 .85

60915-12 200 Watts 163 .88

62055-4 100 Watts 79 .87

62055-6 200 Watts 163 .88

62055-8 200 Watts 163 .88

62055-10 200 Watts 163 .88

62055-12 300 Watts 221 .85

Lamp Cross-Reference Table

Reference Sign 
Catalog Number

Number of Lamps 
Per Sign

Crouse-Hinds 
Lamp Part 

Number
Standard 

Fluorescent Lamp Lamp Wattage

60915-4 1 10047-2523 35 Watts

60915-6 1 10047-2524 45 Watts

60915-8 2 10047-2523 35 Watts

60915-10 2 10047-2524 45 Watts

60915-12 2 10047-2524 45 Watts

62055-4 1 10047-1573 45 Watts

62055-6 2 10047-2524 45 Watts

62055-8 2 10047-1573 45 Watts

62055-10 2 10047-1573 45 Watts

62055-12 3 10047-1573 45 Watts

Instruction Manual: 9424
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L-867 Base

18"
(457)

L-867 Base

9.75"
(248)

2"
(61)

18"
(457)

24" (610)

Dimensional Information

Typical Side View Outlines for 4, 6, 8, 10 and 12 Feet Signs 

Front View Outline

Shown with 8 legs on 12 feet sign

Foot Print Information

Dimensions:

15˝
(381)

17.75˝
(451)

42˝
(1067)

33.12˝
(841)

Ballast
Assembly

Typical Breakable Coupling
on Floor Flange

Ballast
Assembly

Power Cord

Single Face Sign Double Face Sign 

36˝ (914)
Typical

Power Cord

inches
(mm)
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Shipping Weights and Volumes

Sign Shipping Weight Shipping Volume

Cat. Number Lbs. Kg. Cu. Ft. Cu. M.

60915-4 or D 115 52 20 0.57
60915-6 140  64 30 0.85
60915-8 210 95 45 1.27
60915-10 235 107 55 1.56
60915-12 310 141 65 1.84
62055-4 or D 155 70 25 0.71
62055-6 205 93 35 0.99
62055-8 290 132 50 1.42
62055-10 370 168 60 1.70
62055-12 440 200 75 2.12

Accessories

        Shipping Weight Shipping Volume

Part Number Description Lbs. Kg. Cu.Ft. Cu.M.

10530287 Gasket for Coverplate

Installation Details

Renewal Parts

Part Number Description 

25684-1 Floor Flange

Power Cord
from Sign

Cable
Clamp

L-867
12˝ Dia. 
Light Base

From Isolation
Transformer

2˝ Breakable Coupling
P/N 50184, Standard
(1-1/2˝ Breakable 
Coupling P/N 50186, 
Optional)

Baseplate P/N 
AP1932, Standard
(Baseplate P/N 
AP1935, Optional)

Base Mounting Power Feed Detail 

40762
Retainer

25003 and (2) 40762 
are supplied with each sign.

Elbow Mounting Detail 

L-823 Style 8
Secondary

L-823 Style 7
Secondary

25003
Cable Clamp

24˝

12.79˝

17.50˝ Approx.

Detail 
Method “A” 

Detail 
Method “B” 

40799-P-2
Elbow

“Elbow with
Coupling”

Surface of
Concrete Pad

Top of Base
Flush with
Concrete 
Pad

See Details
Methods A and B

Steel or Plastic
Transformer Base

AK100006
Cover


