> Air Conditionning Unit type CF26

Electrical Air Conditionner
26 kW -6 Tons

& Compact

O Light

< For fighter jets cockpit
and electronics

Main characteristics

Output flow > 16kg/min (35ppm)

Output air temperature Adjustable from 10 to 14°C
Refrigerant power 26 kW

Input voltage Three phases 50Hz — 400V

Rated input power 35 kW

Operating temperatures Up to +50°C

Dimensions L =2410 x W =1200 x H = 1400 mm
Weigth 1000kg
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Input Main assembly

Un

0  Three phases 50Hz — 400Vac +10% 0 Steel frame, anti-corrosion coating
between phase and neutral 0 Polyester canopy
O Rated input power: 35 kW 0O Automatic braking when tow-bar is
O Maximum input power: 50kW raised or lowered
(according to ambiant conditions)
0O Overcurrent safety and phase rotation

26kW - 6 Tons

- Input cable: 20m length without Military standards |
socket

itionning

0 Firstly designed for Dassault Mirage
Fighters
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Outputs

0O Output Air Flow: >16kg/min — 35ppm-
for over pressure of 420mbar (6psi)

0 Output air temperature: adjustable
from 10°C to 14°C

0  Temperature control : + 1°C at hose
end

0O Output air humidity: <6g of water/kg of
dry air

0O Air pressure safety: if p>600 mbar or if
pressure < 40 mbar

0 Output temperature safety: + 5° of the
temperature at aircraft’s inlet

Air Cond

Cooling data

Refrigerant liquid: R134a

Electric refrigerant compressor
Refrigeratory: Air / Freon
Refrigerant power: 26 kW

Freon pressure safety: if p<2 bar and
is p>30bar
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Dimensions & Weight

00 Dimensions: L =2410 x W =1200 x H = 1400 mm
0 Weight: 1000 kg
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