LED AIRCRAFT
WARNING LIGHTS

www.luxsolar.com

MIOL-A-EXD
MIOL-AB-EXD
MIOL-AC-EXD

MEDIUM
INTENSITY

Medium intensity obstruction light multiled type,
compliance to ICAO type A and FAA L-865,
FAA DUAL L-864/L-865, single or twin, day and night.

- Based on led technology
- Flashing white light (20-60 fpm)
in day and night mode
- Flashing red light (20-60 fpm)
in night mode (Type MIOL-AB)
- Steady burning red light in night mode
(Type MIOL-AC)
- Long life time >10+ years expectancy
- Stabilized light output
- Ex certificate nr. INERIS 01 ATEX 0019X Exd IIC T4
Order Code

1865-Lxs{ -] - -

Exd version = EX Manufacturer code
Single white flashing light = A 1 =20/55Vdc
Twin white flashing light = AT 2 =230Vac
Dual white/red flashing light = AB
Dual white flashing light = AC 1 = Flat base mounting

red steady burning 2 = Pipe mounting
3 = With junction box
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—— L865-LXS-A average emission level
at 90°C ambient temperature

—— ICAO ANNEX 14 medium intensity type A
Minimum Required Intensity

—— ICAO ANNEX 14 medium intensity type A
Maximum Required Intensity

BEACON FRONT VIEW BEACON SIDE VIEW
281
FIXING DETAILS
200
W
o ~
g + %
144

info@luxsolar.com - led@luxsolar.com - www.luxsolar.com - tel. 0039.0341.260926 - skype: luxsolar | 23 |



